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(e) Draft marks must be separated so
that the projections of the marks onto
a vertical plane are of uniform height
equal to the vertical spacing between
consecutive marks.

(f) Draft marks must be painted in
contrasting color to the hull.

(g) In cases where draft marks are ob-
scured due to operational constraints
or by protrusions, the vessel must be
fitted with a reliable draft indicating
system from which the bow and stern
drafts can be determined.

[CGFR 65–50, 30 FR 16671, Dec. 30, 1965, as
amended by CGD 89–037, 57 FR 41821, Sept. 11,
1992]

§ 32.05–5 Vessel’s name on equip-
ment—TB/ALL.

The equipment of all tank vessels,
such as fire hose, fire axes, lifeboats,
life rafts, life preservers, and lifeboats,
shall be painted or branded with the
name of the vessel upon which they are
used.

§ 32.05–10 Name of tankship—T/ALL.

Every tankship shall have the name
marked upon each bow and upon the
stern, and the home port shall also be
marked upon the stern. The name shall
be in a light color on a dark ground, or
in a dark color on a light ground, and
shall be distinctly visible. The smallest
letters used shall be not less than 4
inches in size. In addition, every tank-
ship shall have her name conspicuously
displayed in distinct plain letters, of
not less than 6 inches in size, on each
outer side of the pilothouse.

[CGFR 65–50, 30 FR 16657, Dec. 30, 1965, as
amended by CGFR 72–104R, 37 FR 14233, July
18, 1972]

§ 32.05–15 Name of tank barge—B/ALL.

Every tank barge shall have its name
or number carved, punch-marked, or
welded on the main beam, inside the
cargo hatch, or other suitable perma-
nent part of the vessel’s structure for
the purpose of identification. The ves-
sel’s name or number shall be so dis-
played at the highest part of the ves-
sel’s hull or permanent structure that

the name or number can be seen from
either side.

[CGFR 65–50, 30 FR 16657, Dec. 30, 1965, as
amended by CGFR 72–104R, 37 FR 14233, July
18, 1972]

Subpart 32.15—Navigation
Equipment

§ 32.15–5 Whistles—T/ALL.
(a) [Reserved]
(b) On tankships contracted for on

and after November 19, 1955 means
shall be provided to operate the whistle
from a position adjacent to the main
steering station and from the steering
station on top of the pilothouse where
such steering station is fitted. Details
of the whistle operating devices shall
meet the requirements of subchapter J
(Electrical Engineering) of this chap-
ter.

NOTE: Appendix A in 33 CFR subchapter D
contains the International Regulations for
Preventing Collisions at Sea, 1972.

[CGFR 65–50, 30 FR 16671, Dec. 30, 1965, as
amended by CGD 74–125A, 47 FR 15230, Apr. 8,
1982; CGD 82–036, 48 FR 654, Jan. 6, 1983]

§ 32.15–10 Sounding machines—T/OCL.
All mechanically propelled vessels in

ocean or coastwise service of 500 gross
tons and over, and all mechanically
propelled vessels in of 500 gross tons
and over and certificated for service on
the River St. Lawrence eastward of the
lower exit of the St. Lambert Lock at
Montreal, Canada, must be fitted with
an efficient electronic deep-sea sound-
ing apparatus.

[CGD 95–027, 61 FR 25997, May 23, 1996]

§ 32.15–15 Anchors, Chains, and
Hawsers—TB/ALL

(a) Application. The provisions of this
section, with the exception of para-
graph (d), apply to every tankship and
manned seagoing barge constructed on
or after June 15, 1987. Tankships and
manned seagoing barges constructed
prior to June 15, 1987 must meet the re-
quirements of paragraph (d) of this sec-
tion.

(b) Ocean, Coastwise, or Great Lakes
Service. Tankships in ocean, coastwise,
or Great Lakes service and manned
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